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CRAFT HUT INSTRUCTIONS

The CRAFT HUT is known to be the strongest canopy available.
Since portable structures must be lightweight, it is necessary
to properly tie them down. Four corner ropes are provided for
this purpose. You must provide either weights or other suitable
anchors to secure the ropes to. Tent stakes are not adequate for
this purpose.

First, familiarize vourself with the parts of your CRAFT HUT,
Each Standard Craft Hut is composed of the following pieces:

1 Roof (the large piece shaped somewhat like a fitted
bed sheet.
4 Sides (large flat pieces of fabric with zippers on
three sides.) The front has door zippers.
12 PVC rafter pieces that assemble into 4 rafters.
2 PVC rafter spacers (installed vertically)
1 Spreader bar, 3 pieces of telescoping pipe, two of
which have hooks welded on one end.
12 lo-% pins (2 extrz). Four of the pins are attached
to the legs and will not be found in the beg.
4 Two piece telescoping legs with flat metal feet
on one end.
4 Corner frame sections for the front and back
4 Side frame sections.
4 tie down ropes
Flame Certificate, patching material and instructions.

SET-UP
i Locate the & corner pieces and join the male to the female
and place on the front and back lines of your space. Fig. 1. DO

NOT PUT LOCK PINS IN AT THIS TIME.
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Fig. 1

NOTE: The corner leg holder should face down as in Fig. 2
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